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TOPSOIL SHALL BE PLACED ONLY IN LOCATIONS OF PERMANENT
SEED SEE LANDSCAPE PLAN FOR LIMITS/L.OCATIONS.
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PROPOSED TYPICAL SECTION - RAMP A GRADING
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PROPOSED LEGEND

(1) HOT-MIX ASPHALT SURFACE COURSE. MIX "D, N70, 2”
(2 HOT-MIX ASPHALT PAVEMENT (FULL-DEPTH), 10

(3 HOT-MIX ASPHALT SHOULDERS, 8" (N 3 LIFTS)

(4) PORTLAND CEMENT CONCRETE PAVEMENT 10" (JOINTED)
(5) STABILIZED SUB-BASE - HOT MIX ASPHALT, 4 1/2”
(6) AGGREGATE SUBGRADE 12"

(7) SUB-BASE GRANULAR MATERIAL, TYPE B

AGGREGATE SHOULDERS, TYPE B 8"

@ AGGREGATE SHOULDERS, TYPE B 107

PORTLAND CEMENT CONCRETE SHOULDERS 10”

@ PIPE UNDERDRAINS 67, 36’ NOMINAL DEPTH

@ NOT USED

(@3 CONCRETE BARRIER BASE

LONGITUDINAL CONSTRUCTION JOINT

NO. 8 x 24" TIE BARS AT 24" CTS.

®

LONGITUDINAL SAWED JOINT
NO. 8 x 30" TIE BARS AT 30" CTS.
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TOPSOIL EXCAVATION AND PLACEMENT
PROPOSED EMBANKMENT

PROPOSED DRAINAGE DITCH

REINFORCED FILL

PAVEMENT (BY OTHERS)

SHOULDERS (BY OTHERS)

SUB-BASE (BY OTHERS)

SUBGRADE (BY OTHERS)

LEVELING BINDER (MACHINE METHOD), N70

TOPSOIL / UNSUITABLE EXCAVATION
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PROPOSED TYPICAL SECTION - WEST FRONTAGE CONNECTOR AND
PROPOSED TYPICAL SECTION - RAMP C GRADING AT RETAINING WALL
(SECTION LOOKING NORTH)
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